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5/8" GYP. BD. SOFFIT

CEILING AS SCHED.
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3 5/8" STEEL STUD
FRAMING @ 16" O.C.
ATTACH TO STRUCT.
ABOVE AS REQ'D.
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B.O. CEILING
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CEILING PLAN

B.O. BULKHEAD
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CEILING PLAN

SEE PLAN

FACE OF STRUCT.
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3/16" DIAMOND CHECKER
PLATE TREADS, RISERS AND
LANDINGS

MC12 x 10.6 STRINGER WITH
FULL PENETRATION WELD
WHERE STAIR STRINGER JOINS
LANDING STRINGER

CLIP ANGLE OPPOSITE
SIDE OF STRINGERS

CLOSE OFF END OF
CHANNEL WITH STEEL
PLATE WELD AND GRIND
SMOOTH

11" TYP.5 1/2"5 1/2"

EQ .

EQ .

TY
P.7"

3' 
- 2

"
4"

3' 
- 0

"
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GUARDRAIL:  1-1/2" x 11 GA STEEL TUBE
BALUSTERS AND RAILS BOTH SIDES OF
STAIR. WELD ALL CONNECTIONS AND
GRIND SMOOTH

1-1/2" I.D. EXTRA STRONG STEEL PIPE
HANDRAIL. WELD ALL CONNECTIONS AND
GRIND SMOOTH. PROVIDE BRACKET AS
DETAILED AT EACH BALUSTER

RETURN END OF HANDRAIL
TO BALUSTER AND WELD

GALVANIZED 1 1/2" x
11 GA. STEEL TUBE
BALUSTER

GALVANIZED 1 1/2" I.D.
EXTRA STRONG STEEL
PIPE HANDRAIL

1/2" Ø GALVANIZED
STEEL BRACKET AT EACH
BALUSTER WELD TO
HANDRAIL AND
BALUSTER

1 1
/2"

1 1/2" 1 1/2"
1 29/32"

1.9"

ROUND METAL
COVER
PLATE W/ SET SCREW

1/2" RADIUS MAX.

WELD

WELD

3/16" DIAMOND CHECKER
PLATE WELD TO
STRINGERS OR 1" x 1" x 1/8"
ANGLES AS REQUIRED TO
SUPPORT 100 PSF LIVE
LOAD

11" TYPICAL

7" 
TY

PIC
AL

1" TYPICAL

STEEL CAGE
HOOPS

1 '  -
 1  

1 / 2
"  R

A D
.

STEEL CAGE
VERTICALS

FOR WALL TYPE -
SEE FLOOR PLANS
OR PARTITION TYPE
SCHEDULE

1' 
- 1

 1/
2"

3/8
"

2' 
- 7

"

1' - 6"

Center
Line of
Handrail

FACE OF
WALL -
SEE FLOOR
PLAN
FOR WALL
TYPES

A
.F

.F
.

2' 
- 1

0"

STEEL
CHANNEL
STRINGERS -
SEE STRUCT.

CONC.
FILLED
METAL
TREAD PAN

STEEL  ANGLES
WELDED
TO STRINGER &
METAL TREAD PAN -
SEE STRUCT.
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1 1/2"  O.S.
DIA. STEEL
PIPE GRIND
ALL WELDS &
SHARP EDGES
SMOOTH -
TYP.

STEEL CHANNEL
STRINGER -
SEE STRUCT.

CONC. FILLED
METAL TREAD
PAN

STEEL  ANGLES
WELDED TO
STRINGER & METAL
TREAD PAN
- SEE STRUCT.

Center Line
of Guardrail

1 1/2"  O.S. DIA.
STEEL PIPE
VERTICAL
SUPPORT AT EA.
RUN END AND
MIDSPAN
( MAX. 5'-0" O.C.
SPACING )

AT VERTICAL
SUPPORTS WELD
TO THE STRINGER,
GRIND EDGES
SMOOTH - TYP.
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2 1/2" x 2 1/2" x 3/8" STEEL
ANGLES. PROVIDE SLOTTED
HOLES FOR ADJUSTMENT OF
3/4" DIA. ANCHOR BOLTS TO
STRING - KWIK BOLT TO FLOOR
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2 1/2" x 3/8" STEEL
ANGLE BRACKETS
WELDED TO LADDER

3" x 3/8" STEEL FLAT
BAR
LADDER STRINGS

3/4" DIA. STEEL BAR
RUNGS
AT 12" O.C. SET IN
HOLES IN LADDER
STRINGS AND WELDED

5" x 3/8" STEEL FLAT
BAR
LADDER CAGE HOOP
( HOOPS AT TOP AND
BOTTOM )

2" x 3/8" STEEL
FLAT BAR
CAGE
VERTICALS

2 x 3/8" STEEL
FLAT BAR
INTERMEDIATE
CAGE HOOPS
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GUARDRAIL BOTH
SIDES OF
VERTICAL LADDER
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2'-0 HIGH, W/
2" RIGID INSULATION
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GROUND
FLOOR

100'-0"
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2' 
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"

2 1/2" x 2 1/2" x 3/8" STEEL
ANGLES. PROVIDE SLOTTED HOLES
FOR ADJUSTMENT
OF 3/4" DIA. ANCHOR BOLTS
TO STRING - KWIK BOLT
TO FLOOR
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AL

2 1/2" x 3/8" STEEL
ANGLE BRACKETS
WELDED TO
 LADDER - BOLT
TO
BLOCK WALL
PARTITION

3" x 3/8" STEEL
FLAT BAR
LADDER
STRINGS

3/4" DIA. STEEL
BAR RUNGS
AT 12" O.C. SET
IN HOLES
IN LADDER
STRINGS AND
WELDED

5" x 3/8" STEEL FLAT
BAR LADDER CAGE
HOOP
( HOOPS AT TOP
AND
BOTTOM )

2" x 3/8" STEEL
FLAT BAR
CAGE
VERTICALS
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- 0
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 TY
PIC
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2' - 7"

SEE FLOOR
PLAN OR
PARTITION
TYPES FOR
WALL TYPE

2" x 3/8" STEEL
FLAT BAR
INTERMEDIATE
CAGE HOOPS
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114'-1"

GROUND
FLOOR

100'-0"

3' 
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3' - 4"

1' - 5"

2' 
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8" CMU WALL 2'-0
 HIGH, W/ 2" RIGID
INSULATION

ROOF SLAB
128' - 11 1/2"

ATTIC
114' - 1"

D

7'-0" MIN.
HEADROOM

ROOF HATCH WITH
GUARDRAILS AND
GATE (NOT SHOWN)
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FILL TRUSS CAVITY WITH W/ R-
38 BATT INSULATION.  SECURE
TO TRUSSES WITH WIRE
STRAPS
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M
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2 6

2 6

2 6

TPO ROOF SYSTEM

ROOF HATCH W/
INTEGRAL CURB AND
GUARDRAILS AND GATE
(NOT SHOWN)

8"

6.93" +/- RIS
E

1' 
- 0

" M
AX

.

16 GA SHEET
STEEL PANEL

FULL PENETRATION WELD

PROVIDE CLIP ANGLES
OR OTHER MEANS OF
SUPPORT AT
PLATFORM HEADER

6 0
°

2"x8" STEEL TUBE -
REFER TO STRUCTURAL
DRAWINGS FOR
SUPPORT AT PRECAST

ROOF HATCH METAL
FLASHING - VERIFY
CONFIGURATION. TPO ROOF
FLASHING & COUNTER
FLASHING - SEAL AT ALL
PENETRATIONS OF
GUARDRAILS

BLOCKING AS REQ'D

GROUT FILL PC
CORES

8"

1 1
/4"

1/2" RADIUS

MC8 x 8.5 STRINGERS

CLIP ANGLE
OPPOSITE SIDE
OF STRINGERS RIS

E
1' 

- 0
"

3/16" DIAMOND CHECKER PLATE
TREAD AND NOSING WELDED TO
STRINGERS OR 1"X1"X1/8"
ANGLES AS REQ'D TO SUPPORT
100 PSF LIVE LOAD

ATTIC
114' - 1"

TY
P.8"

1' - 9".
TYP.
11"

HIGH DENSITY
POLYSTYRENE
FILL.

3' 
- 6

".

GUARDRAIL

VERTICAL LADDER
TO GROUND
FLOOR

4" THICK CAST
CONCRETE
STAIRS HM DOOR FRAME

AND DOOR, SEE
DOOR SCHEDULE

8" CMU WALL (2M8)
TO 2'-0" HIGH.
2J4 WALL ABOVE TO
ALIGN TO INTERIOR
FACE OF CMU

ATTIC
INSULATION

GYP. BD.
CEILING

CUBICLE CURTAIN TRACK

TREATED 2 x 6
WOOD BLOCKING
AT CURTAIN
TRACK.

2-1/2" x 2-1/2" x 3/16" STEEL
ANGLES CONTINUOUS ANCHOR
TO STRUCTURE AT TOP.

WELD TO TOP ANGLES.

STRUCTURE,
VERIFY
LOCATION
AND PROFILE 3/8" Ø RODS, THREADED AT

BOTTOM AS REQUIRED. CUT
TO LENGTH REQUIRED TO BE
FLUSH W/ BOTTOM OF 2x6.
WELD TO ANGLES AT 1'-0" O.C.
STAGGERED. COORDINATE
PLACEMENT W/ DUCTWORK,
LIGHTS, ETC. (UNISTRUT
FRAMING MAY BE
CONSIDERED AS AN
ACCEPTABLE SUBSTITUTION
SUBJECT TO ARCHITECTS
APPROVAL OF PROPOSED
DESIGN) COUNTERSINK NUTS
AT BOTTOM.

3-5/8" 20 GA. METAL STUD
KICKER TO DECK ABOVE
EACH WAY AT 32" O.C.
ONE PER TRACK, MIN.
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114' - 1"

CRAWL SPACE
93' - 0"
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 0'

-7"
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GROUND FLOOR
100' - 0"

CRAWL SPACE
93' - 0"

INTERMEDIATE
SUPPORTS AS
REQUIRED

STEEL LADDER (
GALVANIZE AFTER
FABRICATION )

1" DIA. STL. PIPE
RUNGS AT 12" O.C.
GRIND ALL WELDS
& SHARP EDGES
SMOOTH
( GALVANIZED )

NOTE:  ALL STEEL
TO BE PAINTED
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- 0

"
3' 

- 6
"
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P.

1' 
- 1

 3/
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5"

127-2

CRAWL SPACE
ACCESS

GROUND FLOOR
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"
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 1 1/2" = 1'-0"
GYP. BOARD SOFFIT DETAIL

1  3" = 1'-0"
SOFFIT DETAIL AT SUSP. CEILING

4  6" = 1'-0"
(2 HR.) FIRE RATED ASSEMBLY AT WALL

5  6" = 1'-0"
(2 HR.) FIRE ASSEMBLY AT C-H STUD

6 3" = 1'-0"
GYP. BOARD BULKHEAD DETAIL
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 1/4" = 1'-0"
STAIR PLAN AT MECHANICAL ROOM
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NORTH  1/4" = 1'-0"

STAIR SECTION 2 AT MECHANICAL
ROOM
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SECTION DETAIL OF STAIR
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HANDRAIL BRACKET

13

 3" = 1'-0"
TYPICAL TREAD / RISER DETAIL
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PLAN AT VERTICAL LADDER
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 1 1/2" = 1'-0"
HANDRAIL / STRINGER CONNECTION
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HANDRAIL SECTION
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ELEVATION AT VERTICAL LADDER

25 3/8" = 1'-0"
SECTION AT VERTICAL LADDER
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SECTION AT SHIP'S LADDER
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SECTION DETAIL OF SHIP LADDER @
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SECTION DETAIL OF SHIP'S LADDER
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SECTION DETAIL OF STAIRS (AT DOOR
200)
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CUBICLE CURTAIN TRACK AND
EQUIPMENT MOUNTING AT ACOUSTIC
CEILINGS
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 1/4" = 1'-0"
STAIR AT MECHANICAL ROOM
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SECTION AT CRAWL SPACE ACCESS
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